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Installation Manual 

Introduction.  
This document describes the installation of the hardware. 

Description 
This is suitable for both the standard TM2300/2600 motors and the users with own motors.  

 
Conditions 
The motors needs to be mounted on a stable construction since all unwanted movement are magnified 

observed on the reflection position. 

The controller box is not made for outdoor use. If the controller needs to be placed outdoor place it in 

a watertight box with the cables running in from the underside, so they do not conduct the water. The 

controller can be used in freezing temperatures however the LCD display may be difficult to read. It 

will not harm the display. 

The CAT-6 cables can be extended however the increased resistance may cause problems. Test your 

extended cable with the calibration procedure. 

The mirror assembly. 
Using the Dremel make holes in the mirror. See instruction video on Youtube Use the supplied 

spacers, 5mm bolts, nuts to form a triangle against the sagging. For larger mirrors, a different 

construction is recommended. Weight of the mirror up to 5kg is no problem but the wind catch can be. 

 

This is a mirror of round 60cm and 5mm thick. 

 

http://youtu.be/pamkz0ZObW8
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The first method of mounting the mirror. Another way of mounting. A sheet of aluminium 

with foam 100x100x4mm tapped with 5mm thread.  

 

Motors 
The motors as delivered. 

 
Left the vertical motor and right the horizontal. 
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Bracket 
Place the dish referred bracket level. The better leveled the better the result. 

 

Mounting the rotors 
Adjust the horizontal motor using a level. 

 

 
 

Mounting the mirror 
Adjust the mirror exactly at 90º 
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Starting the controller 
On start-up the software version, serial number and tracking hours are displayed for 5 

seconds. 

 
 

 

Next the controller waits for GPS synchronisation. Have the suntrack controller box in a 

position where is able to receive the GPS signal. So near a window and not in a metal box.  

Once received the system synchronises to the GPS signal every 24 hours. 

 
 

The system needs to be calibrated first. If no calibration is performed the display will show: 

 

Commissioning of the endpoints.   
 

The end point are used to define the area where the 

mirror can move freely. The maximum is +75º and -

75º. Once learned the mirror operates within this area, 

when a value outside this is calculated the display will 

show: OutRange. The x and y counter will be calibrated 

by pressing Xmin and Ymin.  

 

The endpoints are mechanical switches in the rotor. 

These can be moved using a screw, see picture. 

 

Note If you pass an endpoint strange things happen. 

The tab that touches the switch can pass the switch. If 

you have passed an end point press the other direction 
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a few times to return.  

 

To learn the end points: use remote  slider position 3 

 
 Set the minimum position by pressing the botton 

Xzero and Yzero once. The engine will move until 

it reaches the switch. 

 If you want to change the minimum point: move 

the motor away using X/Ymax and Stop. Loosen the 

screw (anticlockwise or low) and move it in or out. 

Repeat the first step. 

 Set the maximum position by pressing the botton 

Xmax and Ymax once. The engine will move until 

it reaches the switch. Note Xmax and Ymax at the 

same time is mechanical not possible. Do it one by 

one. Will not occur in practice. 

 Change the maximum position is similar as the 

minimum.  

 

 

Move the motors to Xzero and Yzero again. The 

maximum X and Y values are now set. The controller 

will always move the mirror within these values.  

 

 

  
 

Note: normally the end switches are not used, they are only for safety and recalibration. 
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Maximum position of the motors. 
The pictures show the factory standard minimum and maximum positions for the horizontal and 

vertical motors. The horizontal axis may be confusing. The middle position is when the mirror is 

parallel to the wall. The black L-bridge is pointing to the left at that moment. 

 

  
Zero position X Max position X 

  

  

 

  

Zero position Y Max position Y 
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Calibrating the sun position.  
Point the mirror at the sun using a paper on the mirror and a cup. Use slider position 2: Manually. 

The shade should be equal. 

  
 

When the sun is aligned to position go to slider position 4  and press Sun. On the LCD: 

target: SUN and press Save (G-1). 
 

 

 
 

 

In slider position 1, press Sun check that everything works. The sun is followed all day long. The 

mirror is directed at the sun. 
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Store target positions 
 

Move the mirror using manual move, slider position 2 to a reflection position you want. 

To store a target slider position 4 press Target T1..T5 The display shows: target: TG_1 now press G-1 

(Save) on the remote control. The display shows Saved Tg1 

 

 

 
 

Store parking positions 
 

To store the park position move the mirror using manual move, slider position 2 to a position you 

want. To store use slider position 4 press Park and G-1 to confirm. This position is used when 

sundown, or maximum wind, if equipped. 

 

The system is ready for use. Only slider position 1 is needed to target 1..5 or to switch off the system. 

 

Legend of remote control. 
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Note: To turn on the backlight of the LCD press an unused key, the lowest marked as G 

 


